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B.L.T.C. Profile  

Beautiful Light Technology Corporation (B.L.T.C.) was established in March, 2005 in Chia-Yi 

County, Taiwan. B.L.T.C. focuses on all-in-one lighting solution with LED technology, specializing 

in High Power LED lamps. 

 

We have strong staff in fields of marketing, electronics, optics, mechanism, business 

administration and purchasing. B.L.T.C. provides the global market with a large portfolio of 

innovative products. 

 

Management Principles  

̚ User-friendly in Lighting Application 

̚ Innovation in Technology 

̚ Conformed to Lighting Standard 

̚ Quality Guaranteed 
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T-type -LED  Lamp -MR1 1 

- Most advanced LED source : Nichia, Cree or Lumileds. 

- Professional design to efficiently work components of power, thermal solutions and optics 

- Reliable quality and flexible leadtime 

- CRI(RA): Warm White +80 / +90 (optional) 

Neutral White +80 / +90 (optional) 

Cool White +70 / +80 (optional) 

- Available White Warm White 2,580~3,600K CCT / Neutral White 4,000~4,500K CCT / Cool 

White 4,700~7,000K CCT (Color bins 150K tolerance available when ordering 

- Long lifetime : Min 20,000 hours, Typical 40,000 hours 
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Electrical Specification  

Part Number BLT11XXXX- NX2L BLT11XXXX- CX2L 

LED Type   

Color 
Cool 

White 

Warm  

White 

Cool 

White 

Netural 

White 

Warm 

White 

Color Temperature 
4700K~ 

7000K 

2580K~ 

3600K 

4700K~ 

7000K 

4000K~ 

4500K 

2580K~ 

3600K 

MIN C.R.I. 
+70 / +80 

(optional) 

+80 / +90 

(optional) 

+70 / +80 

(optional) 

+80 / +90 

(optional) 

+80 / +90 

(optional) 

Luminous Flux Of Lamp (lm) 112 79 154 134 123 

Efficiency Lumens/Watt 

(lm/W) 
51 36 70 61 56 

Operating Voltage (V) AC/DC 12V 

Power Consumption +/-10% 

(W) 
2.2W (MAX. 2.5W) 

Beam Angle 
SS 

13° 

M 

15° 

W 

29° 

WD 

40° 

S40 

49° 

D120 

84° 

SS 

13° 

M 

18° 

W 

29° 

WD 

51° 

S40 

53° 

D120 

95° 

Base Type GU4.0/EZ10 

Operating Temperature -20ę~+40ęC 
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Mechanical Dimension (mm)  
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Product Packing Type -MR 11  

 

In 1 Master Carton In 1 Inner Carton In 1 White Box 

4 Inner Cartons (300 White Boxes) 75 Boxes in 1Inner Carton 1pc of Lamp 
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Luminaire Notice  

The T-type MR11 is not compatible with all luminaires for halogen lamps. Before installation, please 

read following guidelines:  

-No sealed fixtures. 

-Not for outdoor fixtures. 

-Not for wet environment except IP65 version. 

-Not for integral primary optics. 

 

Transformer Compatibility  

Consider the following when selecting transformers for use with MR11 LED. 

- AC12V Magnetic Transformer:  

The LED bulb is compatible with magnetic transformers used with 12V halogens; however, 

magnetic transformers are heavier, less efficient, and make noise. Under 12VAC condition, T-type 

series MR11 LED can only present 90% lighting comparing the condition under 12VDC. 

- AC12V Electronic Transformer:  

The LED bulb is not compatible with electronic transformers or electronic-magnetic AC12V due to 

the output section of this kind of transformers are not stable. Besides, some electronic transformers 

require a minimum load higher than 5~10Watt in order to work properly. - Symptoms of 

incompatibility include: no light output, flickering, strobe and randomly shutdown. 

- DC1 2V Power Supply:  

T-type MR11 can perform highest brightness and power efficiency under DC12V power supply. 

 

Life, Reliability and Lumen Maintenance  

 


